
 

Novasonar Boxer / Description of installation 
Remarks: This is a description of the installation procedure. Installers and contractors must prepare and adapt the material and procedures for 
the requirements of the specific applications concerned!  
 
 

Step 1: 
 
Prepare a cut-out in a gypsum plaster board planking, allowing for a 5mm space between 
the edge of the Novasonar Boxer and the wall covering. The manufacturers` instructions are 
applicable to the substructure and planking. 
 
Ensure that the substructure of the gypsum plaster board planking is such that it will not 
rattle from vibrations. Please take special care to ensure that there are no loose parts in or 
on the substructure or are in contact with it, and that nothing is in contact with the back of 
the loudspeaker either. 

Step 2: 
 
Test the speaker to ensure that it is fully functional. Connect the speaker cables. 
Insert the speaker into the prepared cut-out. In order to obtain optimum connection between 
the GK loudspeaker and joint filler, please pay attention to the pointers of the joint filler 
manufacturer with regard to edge preparation of the gypsum plaster boards to be filled (e.g. 
bevelling the surrounding edges). 

Step 3: 
 
Screw the loudspeaker with the existing metal profiles. Preferably use commercial drywall 
screws for fast mounting. The screws should not be further than 10 cm apart from each 
other. 

Step 4: 
 
Fill the spaces and surface irregularities according to the specifications of the manufacturers 
of the gypsum boards or the filler (Knauf Uniflott is recommended). 
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Step 5: 
 
Apply a suitable glass-fibre mat so that both the speaker’s front as well as the surrounding 
space are covered in such a manner that, on the one hand, adequate bonding of the wall 
covering is ensured, and, on the other, cracking is avoided. Please pay attention to the mat 
manufacturer’s pointers for working. 
 

 

 

 

Step 6: 
 
Cut out the glass-fibre mat along the sound emission opening so that this opening is 
completely free and open. 

Step 7: 
 
Cover the glass-fibre mat and its perimeter area with filler to obtain a uniform, homogeneous 
surface. When doing this, please ensure that the sound emission opening remains 
completely free and open.

Finished! 
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